
 
  

  

Cable drag chain specification  
1.Dimension definition： 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
2. Type of Megus cable drag chain： 
2-1. General type cable drag chain 
Material: 
Megus cable drag chains are made by high quality plastic injection molding process, and the mounting 
flange is made of heavy metal punching process.  
Occasions: 
a. The cable drag chain structure is easily opened by the operator while the cable maintaining 

process. 
b. The cable drag chain material is basically anti-corrosion and it is not easy to deformed while 

suffer in heavy pressure. 
c. The cable drag chain length is customized design by customer demand. 
 

 
General type cable drag chain 



 
 
 
 
2-2. Enclosed type cable drag chain 
Material: 
Megus cable drag chains are made by high quality plastic injection molding process, and the mounting 
flange is made of heavy metal punching process.  
Occasions: 
a. The cable drag chain structure is easily opened by the operator while the cable maintaining 

process.  
b. The cable drag chain material is basically anti-corrosion and it is not easy to deformed while 

suffer in heavy pressure. 
c. The metal piece or wood piece are not easily to attach on the enclosed type cable drag chain. 
d. The cable drag chain length is customized design by customer demand. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
2-3. Enhanced type cable drag chain 
Material: 
Megus cable drag chains are made by high quality plastic injection molding process, and the mounting 
flange is made of heavy metal punching process.  
Occasions: 
a. The cable drag chain structure is easily opened by the operator while the cable maintaining 

process.  
b. The cable drag chain material is basically anti-corrosion and it is not easy to deformed while 

suffer in heavy pressure. 
c. The cable drag chain length is customized design by customer demand. 
 
 
 
 
 
 
 
 

 
Enclosed type cable drag chain 

 
Enhanced type cable drag chain 

 



 
 
 
 
2-4. Enclosed metal cable carrier 
Material: 
Megus metal cable carriers are made of stainless steel and engineering plastic, the mounting flange is 
made of heavy metal casting process. 
 
Occasions： 
a. The metal cable carrier works quietly and elegantly. 
b. The metal cable carrier length is customized design by customer demand. 

 
Enclosed metal cable carrier 



 
 
 
 
3.Detail dimension： 
 
3-1. General type cable drag chain 
 
3-1-1. Dimension table 

General type [mm] 

General type 

cable drag chain 

(NCF) 

Inner 

width 

(w) 

Inner 

height 

(h) 

Outer 

width 

(W) 

Outer 

height 

(H) 

Bend radius(KR)/height after bending(RH) 
Pitch 

KR RH KR RH KR RH KR RH KR RH 

NCF 10.10 10 10 17 14 18 50 30 74             18 

NCF 13.19 13 19 25 25 25 75 37 99 77 179         32 

NCF 24.19 24 19 35 27 37 101 47 121 77 181         32 

NCF 40.15 40 15 48 19 28 75                 20 

NCF 48.18 48 18 60 27 52 131 94 215             32 

NCF 38.24 38 24 54 40 52 144 94 228 125 290 150 340 200 440 45 

NCF 58.24 58 24 74 40 52 144 94 228 125 290 150 340 200 440 45 

NCF 78.24 78 24 94 40 52 144 94 228 125 290 150 340     45 

NCF 98.24 98 24 114 40 52 144 94 228 125 290         45 

NCF 65.44 65 44 88 57 90 237 125 307 200 457         63 

NCF108.44 108 44 131 57 75 207 90 237 125 307 200 457 300 657 63.5 

NCF16.16 

Enclosed type 

(not openable) 

16 16 27 24 28 90 37 105             32 

NCF25.19 

Enclosed type 

(not openable) 

25 19 36 25 37 99                 32 

 
3-1-2. The installed type of flange 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

General type cable drag chain 



 
 
 
 
3-2. Enclosed type cable drag chain 
 
3-2-1. Dimension table 

Enclosed type 

(openable) 
[mm] 

Enclosed type  

cable drag chain 

(PCF) 

Inner 

width 

(w) 

Inner 

height 

(h) 

Outer 

width 

(W) 

Outer 

height 

(H) 

Bend radius(KR)/height after 

bending(RH) 
Pitch 

KR RH KR RH KR RH KR RH KR RH 

PCF 45.25(1#) 45 25 60 36 60 156 100 236 150 336      38 

PCF 50.30(1 1/2#) 50 30 63 50 70 190            50 

PCF 70.40(2#) 70 40 90 53 100 253 150 353 200 453 250 553   50 

PCF100.50(3#) 100 50 118 67 100 267 150 367 200 467 250 667   70 

PCF100.70(3 1/2#) 100 70 118 92 165 422 200 492         90 

PCF160.70(4#) 160 70 182 92 185 462 250 592         93 

 
 
 
3-2-2. The installed type of flange 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Enclosed type cable drag 
chain 



 
 
 
 
3-3. Enhanced type cable drag chain 
 
3-3-1. Dimension table 

Enhanced type  [mm] 

Enhanced type  

cable chain 

(SC) 

Inner 

width 

(w) 

Inner 

height 

(h) 

Outer 

width 

(W) 

Outer 

height 

(H) 

Bend radius(KR)/height after bending(RH) 
Pitch 

KR RH KR RH KR RH KR RH KR RH 

SC 38.24 38 24 59 43 52 147 94 231 125 293       45 

SC 58.24 58 24 79 43 52 147 94 231 125 293 200 443   45 

SC 78.24 78 24 99 43 52 147 94 231           45 

SC 98.24 98 24 119 43 52 147 94 231           45 

SC 60.55 60 55 98 75 125 325 200 475 300 675       80 

SC 80.55 80 55 118 75 125 325 200 475 300 675       80 

SC100.55 100 55 138 75 125 325 200 475 300 675       80 

SC120.55 120 55 158 75 125 325 200 475 300 675       80 

SC150.55 150 55 188 75 125 325 200 475 300 675       80 

SC200.55 200 55 238 75 125 325 200 475 300 675       80 

SC250.55 250 55 288 75 125 325 200 475 300 675       80 

SC300.55 300 55 338 75 125 325 200 475 300 675       80 

SC350.55 350 55 388 75 125 325 200 475 300 675       80 

SC 60.80 60 80 98 100 150 400 200 500 300 700       90 

SC100.80 100 80 138 100 150 400 200 500 300 700       90 

SC120.80 120 80 158 100 150 400 200 500 300 700       90 

SC150.80 150 80 188 100 150 400 200 500 300 700       90 

SC200.80 200 80 238 100 150 400 200 500 300 700       90 

SC250.80 250 80 288 100 150 400 200 500 300 700       90 

SC300.80 300 80 338 100 150 400 200 500 300 700       90 

SC350.80 350 80 388 100 200 500 300 700           90 

 
 
3-3-2. The installed type of flange 

Enhanced type cable drag 
chain 



 
 
 
 
3-4. Enclosed metal cable carrier 
 
3-4-1. Dimension table 

Enclosed metal type (stainless steel) [mm] 

Enclosed metal  

 cable carrier 

(SCF) 

Inner 

width 

(w) 

Inner 

height 

(h) 

Outer 

width 

(W) 

Outer 

height 

(H) 

Bend radius(KR)/height after 

bending(RH) 
Pitch 

KR RH KR RH KR RH KR RH KR RH 

SCF 55(1#) 45 25 55 35 65  100          20 

SCF 85(2#) 70 40 84 49 100  150  200  250    20 

SCF115(3#) 100 50 117 63 100  140  200  225    25 

SCF120(3 1/2#) 100 70 119 81 155  200          25 

SCF175(4#) 160 70 182 87 185  250  350       30 

 
 
3-4-2. The installed type of flange 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Enclosed metal cable carrier 


